
S U R V E Y I N G S C O P E O F S E R V I C E S
L i b b y A s b e s t o s P r o j e c t - Emergency Response

Environmenta l P r o t e c t i o n A g e n c y ( E P A ) - Region 8
1.0 INTRODUCTION
T h e E n v i r o n m e n t a l E n g i n e e r i n g D i v i s i o n ( D T S - 3 3 ) o f t h e J o h n A . V o l p e N a t i o n a l
T r a n s p o r t a t i o n S y s t e m Center ( V o l p e ) i s p r o v i d i n g environmental e n g i n e e r i n g and
remed ia t i on s u p p o r t to Region 8 of the Environmental P r o t e c t i o n A g e n c y (EPA).
C u r r e n t l y , V o l p e i s s u p p o r t i n g E P A ' s L i b b y A s b e s t o s P r o j e c t . I n p a r t i c u l a r , V o l p e i s
p r o v i d i n g emergency p l a n n i n g a n d s a m p l i n g s u p p o r t f o r r e s i d e n t i a l p r o p e r t i e s a n d other
i m p a c t e d areas l o ca t ed in L i b b y M o n t a n a , which are p o t e n t i a l l y c on tamina t ed w i th
asbestos. A s part o f t h i s e f f o r t V o l p e wi th c o n t r a c t u a l s u p p o r t f r o m C O M F e d e r a l
Servic e s h a s conducted s a m p l i n g a c t i v i t i e s w i t h i n 4 s a m p l i n g s i t e s w i t h i n L i b b y . Var iou s
p o i n t s of interest w i t h i n each s a m p l i n g si te need to be i d e n t i f i e d wi th a f ix l o c a t i o n via
GPS, f or t h e p u r p o s e o f i d e n t i f i c a t i o n and in order t o b e a b l e re turn t o s p e c i f i c s a m p l i n g
p o i n t s in the f u t u r e , as necessary.

2.0 TASKS TO BE P E R F O R M E D
The surveyor, here a f t e r r e f erred t o a s t h e contrac tor , s h a l l s u p p l y a l l p e r s o n n e l , m a t e r i a l ,
e q u i p m e n t , and s u p p l i e s necessary to c o m p l e t e the tasks i d e n t i f i e d w i t h i n t h i s scope.
2.1 P r e - S u r v e y T a s k s
T h e contractor s h a l l b e r e s p o n s i b l e f o r o b t a i n i n g a n d be ing f a m i l i a r wi th a l l required
e q u i p m e n t . The contractor s h a l l u se a T r i m b l e 4700 model RTK ( w i t h base s t a t i o n rover)
t o o b t a i n a l l G P S F i x l o c a t i o n s .
2.2 Survey T a s k s
The c on trac t or s h a l l o b t a i n t h e GPS Fix l o c a t i o n o f various p o i n t s o f i n t e r e s t s pre s en t a t a
minimum of 4 general s a m p l i n g s i t e s , as i n d i c a t e d by a p r o j e c t r e p r e s e n t a t i v e (as
i d e n t i f i e d b y V o l p e ) . T h e p r o j e c t r epre s enta t ive w i l l accompany t h e contractor
throughout the survey. P o i n t s o f i n t e r e s t s s h a l l i n c l u d e , but not be l i m i t e d to , the
f o l l o w i n g : s a m p l i n g p o i n t s , structures, r o a d s / d r i v e s , p r o p e r t y l i n e s , a n d ra i l r oad l i n e s .
W i t h i n each s a m p l i n g s i t e the p o i n t s o f in t er e s t s are al l located w i t h i n c lo se p r o x i m i t y to
each other. The c on trac t or w i l l a l s o need to e s t a b l i s h a m i n i m u m of 3 p e r m a n e n t
w a y p o i n t s (us ing re-bar), f r o m which al l the f ix l o ca t i on s w i l l be re f erenced. Each
w a y p o i n t s h a l l be r e f e r enc ed to real world c o o r d i n a t e s , UTM Loca l Z o n e ILa^/os M
The 4 s a m p l i n g l o c a t i o n s requir ing surveying i n c l u d e :

S i t e 1 - The f o r m e r Grace R a i l r o a d L o a d i n g S t a t i o n ( c u r r e n t l y known a s
the Raintree Nurs e ry), located at 5000 Hwy 37, N. L i b b y , MT.
A p p r o x i m a t e l y 100 f ix l o c a t i o n s w i l l b e required.



S i t e 2 - D i r e c t l y across the K o o t e n a i River f r o m the f ormer Grace Railroad
L o a d i n g S t a t i o n . A p p r o x i m a t e l y 25 f i x l o c a t i o n s w i l l b e required.

Site 3 - V a r i o u s p o i n t s o f in t ere s t a l o n g a p p r o x i m a t e l y 4 .5 m i l e s o f Rainey
Creek Road (off o f Hwy 37, across the street f r o m Site 1 above,
Rai l road L o a d i n g S t a t i o n ) . A p p r o x i m a t e l y 6 0 f i x l o c a t i o n s w i l l b e
required.

Site 4 - At the f o r m e r Grace E x p o r t Sit e ( c u r r e n t l y known as the M i l l w o r k
W e s t L u m b e r R e t a i l Si t e), l o c a t e d a t 250 C i t y S e r v i c e Road L i b b y ,
M T . A p p r o x i m a t e l y 9 0 f i x l o c a t i o n s w i l l b e required.

2.3 Post Survey T a s k s
The contractor s h a l l process all of the survey s a m p l i n g data as necessary to p r o v i d e the
V o l p e C e n t e r wi th th e d e l i v e r a b l e s a s i d e n t i f i e d w i t h i n s e c t ion 4 .0 be low.

3 . 0 S U P P O R T I N G I N F O R M A T I O N
3.1 Period of P e r f o r m a n c e
T h e p e r i o d o f p e r f o r m a n c e f o r t h i s s cope i s f r o m n o t i c e t o proceed u n t i l December 1 7 1

1999.
3.2 Government F u r n i s h e d E q u i p m e n t
No government f u r n i s h e d equ ipment s h a l l be prov id ed as part of t h i s e f f o r t .

4.0 D E L I V E R A B L E S
D e l i v e r a b l e s s h a l l b e p r o v i d e d in both hard copy and e l e c t roni c f o r m a t . The F o l l o w i n g
d e l i v e r a b l e s are required of the contractor as part of t h i s survey e f f o r t :

All d a t a s h a l l be p r o v i d e d r e f e r e n c e d to UTM Local Z o n e 1 l*^/^ JA, <*±
A separat e D X F f i l e s h a l l b e p r o v i d e d f o r each t h e m a t i c l a y e r f o r a l l d a t a g a t h e r e d a s
part of t h i s survey as w e l l a background map of the mine s i t e .
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